NOTE: MASONRY LINTEL MAY BE PREFABRICATED OR FIELD ASSEMBLED

LADDER TYPE HORIZONTAL JOINT REINF @ 16" O.C.
W/ADJUSTABLE VENEER ANCHORS

8" CMU BACK-UP

1 1/4" x 1/8" CONT. TERMINATION BAR W/ SEALANT

LINTEL UNIT
( W/ REINF, PER STRUCTURAL DESIGN)
GROUTED SOLID

SEALANT (BOTH SIDES)
W/ BACKER ROD/ BOND BREAKER

RECEPTOR FRAMING

THERMALLY BROKEN ALUM. WINDOW FRAME

CAVITY WALL INSULATION,
NOTCH AT TERMINATION BAR

4" BRICK (CLAY)
VENEER

FLEXIBLE MEMBRANE
FLASHING W/ END DAMS

2x6 FIRE RETARDANT
TREATED WOOD NAILER

HIGH DENSITY MINERAL
WOOL, TIGHT TO LINTEL

DRAINAGE MESH

WEEPS @ MAX. 32" O.C.

TWO-PIECE FLASHING (SEE DETAIL 60, SHEET A-7)

GALVANIZED STEEL
ANGLE ("LOOSE")
LINTEL

SECTION VIEW

ISOMETRIC VIEW

SHORT SPAN MASONRY LINTEL
FOR RECEPTOR STYLE WINDOWS
(PREFERRED LINTEL DETAIL)

3A
A-1

The decision to utilize this information is not within the purview of the MIM, and persons making use of this information do so at their own risk. MIM makes no representation or warranties, expressed or implied, with respect to the accuracy or suitability of this information. MIM and its members disclaim liability for damages of any kind, including any special, indirect, incidental, or consequential damages, which may result from the use of this information. This information is not to be interpreted as indicating compliance with, or waiver of, any provision of any applicable building code, ordinance, standard or law.